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~ INTHE FIRST STEP
E FILLED AREA IS SANDED
PINDICULAR TO THE BASE

When doing the final shaping, fair only the part between the
pencil line and the shroud base.

This first step restores the original base outline of the cast
resin shroud. For some installations your instructions will
specify a slightly longer base outline for this first step.

The second step blends the nose and the top of the shroud
surface onto the original base outline while leaving the top
radii of the shroud casting unchanged.
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The next pages describe several builder's techniques along with pictures of what the final result looked
like ...
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| used nothing but paint from a spray
can including Krylon Gray Primer,
Krylon Flat Black, Rustoleum Espresso,
Testors Panzer Gray and Light
Tan. Here is how | did it.

After the primer dried, | spayed each
stack with Flat Black Krylon. After that, |
sprayed each with a light mist coat of
espresso brown.. Then | installed the
stacks in a jig | made to replicate the
shroud. | then misted the light tan on
from the rear most stack to just barely
hitting the front stack. | did the same
with a finer mist coat of gray and then
finally with the tan again. After all was
dried | coated them with a coat of
Testors Flat Clear.

As for the shrouds, | simply used several coats of Krylon Aluminum Silver. This gives just the right look
of stainless steel in my opinion. | am quite happy with the way these turned out.
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Now return to the instructions that came with your

11

%

kit . . .

%




